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MODEL 3] Nominal Pipe Working | Hole Dia Dimensions Bolt
Mechanical Tee Size O.D Pressure mm mm Size
DN mm kPa +1.6,0
Threaded Outlet A B C D
50x15 60.3x21.3 2070 38 116 68 60 | 39 | 3/8x55
50x20 60.3x26.9 2070 38 116 68 60 | 39 | 3/8x55
50x25 60.3x33.7 2070 38 116 68 60 | 39 | 3/8x55
50x32 60.3x42.4 2070 45 116 76 65 39 3/8x55
50x40 60.3x48.3 2070 45 116 76 65 39 3/8x55
65%x20 73.0x26.9 2070 38 144 71 75 | 49 | 1/2x60
GUS 65x25 73.0x33.7 2070 38 144 70 69 49 1/2x60
APPROVED LISTED 65x32 73.0x42.4 2070 51 144 84.5 73 49 1/2x60
For use in services up 65x40 73.0x48.3 2070 51 144 | 845 | 73 | 49 | 1/2x60
to 2070kPa
65x15 76.1x21.3 2070 38 137 71 75 | 49.5 | 1/2x75
Also available in Hot
Dipped Galvanised 65x20 | 76.1x26.9 2070 38 137 71 | 75 | 495 | 1/2x75
finish
65%x25 76.1x33.7 2070 38 137 71 75 | 49.5 | 1/2x75
Sizes from 50-15mm to
250-100 mm 65x32 | 76.1x42.4 | 2070 51 137 | 845 | 75 | 495 | 1/2x75
65x40 76.1x48.3 2070 51 137 84.5 75 | 49.5 | 1/2x75
80x15 88.9x21.3 2070 38 152 725 | 80 |56.5 | 1/2x75
80x20 88.9x26.9 2070 38 152 725 | 80 |56.5 | 1/2x75

Features

Designed for creating a easy and effective branch/outlet in
pipe work

Made to ASTM A-536 - Specification for Ductile Iron
Castings Grade

Available in Galvanised finish. Galvanising conforms to
ASTM A-153

connecting
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MODEL 3J
MODEL 3J Nominal Pipe Working |Hole Dia Dimensions Bolt
Mechanical Tee Size 0.D Pressure mm mm Size
Threaded Outlet DN mm kPa | +160 1 g cC | D
80x25 88.9-33.7 2070 38 152 72.5 80 56.5 | 1/2x75
80x32 88.9-42.4 2070 51 152 85.5 80 56.5 | 1/2x75
80x40 88.9-48.3 2070 51 152 85.5 80 56.5 | 1/2x75
80x50 88.9x60.3 2070 64 152 98 80 56.5 | 1/2x75
100x15 |114.3x21.3 2070 38 188 78.5 90 70 | 1/2x75
100x20 |114.3x26.9 2070 38 188 78.5 90 70 | 1/2x75
GI.IS 100x25 |114.3x33.7 2070 38 188 78.5 93 70 | 1/2x75
APPROVED LISTED 100x32 | 114.3x42.4 | 2070 51 188 | 89 | 95 | 70 | 1/2x75
100x40 |114.3x48.3 2070 51 188 89 97 70 | 1/2x75
100x50 |114.3x60.3 2070 64 188 | 104.5 | 100 70 | 1/2x75
100x65 |114.3x73.0 2070 70 188 | 104.5 | 102 70 | 1/2x75
100x65 |114.3x76.1 2070 70 188 | 104.5 | 102 70 | 1/2x75
100x80 |114.3x88.9 2070 89 188 124 102 70 | 1/2x75
125x25 |139.7x33.7 2070 38 221.5 78 110 84 | 5/8x85
125x32 |139.7x42.4 2070 51 221.5 93 112 84 | 5/8x85
125x40 |139.7x48.3 2070 51 221.5 93 112 84 | 5/8x85
125x50 |139.7x60.3 2070 64 2215 | 1125 | 115 84 | 5/8x85
125x65 |139.7x76.1 2070 70 2215 | 1125 | 115 84 | 5/8x85
connecting

Phone 1300 553 473

OneSteelBuildingServices.com
Page 2-5. Version 1.0. May-09.



ohiesiee!
MODEL 3J
MODEL 3J
Mechanical Tee
Threaded Outlet Nominal Pipe Working |Hole Dia Dimensions Bolt
Size 0.D Pressure mm mm Size
DN mm kPa +1.6,0 A B c D
125x80 |139.7x88.9 2070 89 2215 | 132 120 84 | 5/8x85
125x100 |139.7x114.3 2070 114 2215 | 156 125 84 | 5/8x85
150x15 |165.1x21.3 2070 38 244 78 115 | 97.5 |5/8x110
125x20 |165.1x26.9 2070 38 244 78 115 | 97.5 |5/8x110
150x25 | 165.1x33.7 2070 38 244 78 118 | 97.5 |5/8x110
cus 150x32 | 165.1x42.4 2070 51 244 93 118 | 97.5 |5/8x110
APPROVED LISTED
150x40 | 165.1x48.3 2070 51 244 93 118 | 97.5 |5/8x110
150x50 | 165.1x60.3 2070 64 244 | 1125 | 128.5 | 97.5 |5/8x110
150x65 | 165.1x76.1 2070 70 244 | 1125 | 128.5 | 97.5 |5/8x110
150x80 | 165.1x88.9 2070 89 244 132 | 128.5 | 97.5 |5/8x110
150x100 |165.1x114.3 2070 114 244 154 135 | 97.5 |5/8x110
150x32 | 168.3x42.4 2070 51 247 95 130 | 98.5 |5/8x110
150x40 | 168.3x48.3 2070 51 247 95 130 | 98.5 |5/8x110
150x50 | 168.3x60.3 2070 64 247 | 1125 | 132 | 98.5 |5/8x110
150x65 |168.3x73.0 2070 70 247 | 1125 | 132 | 98.5 |5/8x110
150x80 | 168.3x88.9 2070 89 247 132 140 | 98.5 |5/8x110
150x100 |168.3x114.3 2070 114 247 | 156.5 | 140 | 98.5 |5/8x110
200x25 | 219.0x33.7 2070 38 322 79.5 150 125 |3/4x115
200x32 |219.1x42.4 2070 51 322 | 96.5 | 150 | 125 |3/4x115
200x40 |219.1x48.3 2070 51 322 96.5 150 125 |3/4x115
200x50 |219.1x60.3 2070 64 322 117 160 125 |3/4x115
connecting
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building services

MODEL 3J
Mechanical Tee

Threaded Outlet

GI.IS

LISTED

APPROVED

Nominal Pipe Working |Hole Dia Dimensions Bolt
Size O.D Pressure mm mm Size
DN mm kPa +1.6,0 A B c D

200x65 | 219.1x76.1 2070 70 322 118 | 158.5 | 125 |3/4x115

200x80 | 219.1x88.9 2070 89 322 |136.5 | 160 | 125 |3/4x115

200x100 |219.1x114.3 2070 114 322 164 160 | 125 |3/4x115
250x40 | 273.0x48.3 2070 51 376 95.5 180 | 1.55 |3/4x120
250x50 | 273.0x60.3 2070 64 376 118 185 | 1.55 |3/4x120
250x65 | 273.0x76.1 2070 70 376 118 190 | 1.55 |3/4x120
250x80 | 273.0x88.9 2070 89 376 | 136.5 | 190 | 1.55 |3/4x120
250x100 |273.0x114.3 2070 114 376 164 190 | 1.55 |3/4x120

connecting
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Roll Grooved Systems

MECH is manufactured by the largest pipe fittings manufacturer in the world, Jinan Meide
Casting Co. Jinan Meide’s core value of quality provides product of premium levels
employing the latest manufacturing technology. MECH’s commitment to quality is reflected in
the fact that every product, even down to the smallest galmal fitting is pressure tested.
OnesSteel has enjoyed a very successful twelve year relationship with Jinan Meide and their
MECH product range. MECH products are sold in over 60 countries and are world leaders
both in quality and value.

OneSteel Building Services is a specialist trade supplier of pipe, valves and fittings to the fire protection and
mechanical services markets in the building construction industry. As a national segment focused business, OneSteel
Building Services is uniquely placed to deliver both local and national solutions to customers across Australia.

With specialist teams in each capital city, our strength is in our technical capability and expertise to provide product and
application support to mechanical contractors, Plumbers, Sprinkler Fitters, Fabricators, Pump Manufacturers and EPCM
customers (Engineering, Procurement and Construction Management).

OneSteel Building Services has proven ability and long-term experience in serving the fire protection and mechanical
services markets and we intimately understand the urgent nature of the building industry. We know it is important to be
responsive, value our customer relationships and ensure our service is speedy, reliable and convenient.

OneSteel Piping Systems is one of Australia's leading product and service providers of pipe, valves and fittings in the
resources, construction, manufacturing and energy markets. We Partner with key customers in oil and gas, mining and
engineering construction, offering customised solutions with our superior range of piping systems products and national
service capability.

Our dedicated personnel bring industry experience and technical capability that enables us to work closely with clients
to add value to our relationships and maximise customer satisfaction.

By sourcing domestically and internationally, OneSteel Piping Systems is experienced in connecting our customers with
some of the most recognised brands for pipe, valves and fittings. We have long standing relationships with some of the
world's leading valve manufacturers and import a comprehensive range of pipe and fittings. This is in addition to our
locally manufactured pipe from Australian Tube Mills and OneSteel Oil & Gas Pipe.

As a specialist supplier to many industries, OneSteel Piping Systems offers a complete package. Whether it's a project,
application advice or next day delivery for a piping system product anywhere in Australia, OneSteel has the solution.

National: 1300 553 473
Adelaide : 70 Grand Junction Road, Kilburn SA 08 8304 7570
Brisbane : Unit 5, 429 Creek Road, Mt Gravatt QLD 07 3420 4099
Melbourne : 90 Turner Street, Port Melbourne VIC 03 8645 3222
Perth 1 Howson Way, Spearwood WA 08 9494 0989
Sydney 49 Elizabeth Street, Wetherill Park NSW 02 8788 5810
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